
* Universal Swivel hoist ring have choose special alloy steel 

forging and High Strength Quenched and tempered after treatment. 

It has superior mechanical property. 

* It can be adjustable as different force direction and force angles

* 4 times safety factor, equal tensile force WLL on different direction.

* Hexagonal bolt head design are easy for Install and tight with the object. Stamp bolts grade, 

WLL and screw thread type NO.

* WLL range (M8-M150,0.3-50T) It is available for choose of standard metric thread, 

metric fine thread, UNC,UNF thread, BSW(British standard Whitworth thread) and so on.

* Multiple bolt lengths available to meet specific application requirement for long or through hole

* 100% 6G GO - NO GO FIXED GAUGES test for very thread. 

Can apply to Precision threaded hole. Can apply to Precision threaded hole. 

*180° Pivot, 360° rotation

* Stamped the lifting angle for error prevention.

* Stamped WLL and diameter of thread on base support

* Inside ball bearing for smooth tilting 

rotating and turning

* Integral die forging base support and thread.

* Superior effect of surface contact for 

Precision processed base support.

* 100% 6G GO - NO GO FIXED GAUGES test of unit thread. 

Can be apply to Precision threaded hole.

* Female swivel hoist ring is available.

* Surface Treatment: Epoxy coating better for corrosion prevention.



  WLL/T

      WLL/T  Specification

Specification

As lifting subject, the swivel hoist ring can be place any direction, so we sign the worst case-nominal WLL. Ring not adjusted to pull direction (X). 

Manually adjusted increased WLL value (Y). Vertical load straight pull max WLL (Z)
As lifting subject, the swivel hoist ring can be place any direction, so we sign the worst case-nominal WLL. Ring not adjusted to pull direction (X). 

Manually adjusted increased WLL value (Y). Vertical load straight pull max WLL (Z)



Multiple bolt lengths available to meet specific application requirements. 

   Unsymm     Unsymm

WLL/T

   Number of Leg
Load Direction

Item No.

Worst case Nominal WLL Ring

not adjusted to pull direction.
Manually adjusted 

increased WLL -() Values
Vertical load straight 

pull [ ] values

 Specification       WLL/T



Specification

180° Pivot

360° rotation

*Side-pull swivel hoist ring have choose special alloy steel 

forging and High Strength Quenched and tempered after 

treatment. It has superior mechanical property. 

*180° Pivot, 360° rotation, automatically adjusted with 

the direction of tensile stress angle.

*Multi directional loading with 4 times safety factor. 

*Point body is finished with Epoxy coating *Point body is finished with Epoxy coating 

for improved corrosion resistance.

*Available on demand for WLL range (M8-M48, 0.3-20T) 

choose of standard metric thread, metric fine thread, 

UNC,UNF thread, BSW and so on.

Each product is stamped with model NO. 

along with a Working Load Limit on base 

support. 

Inside and outside hexagonal bolt design are easy for Install. 

Stamp bolts grade and screw thread type NO..

Available on demand for standard metric thread, metric fine thread, 

UNC,UNF thread, BSW(British standard Whitworth thread) and so on.

Multiple bolt lengths available to meet specific application requirement 

for long or through hole.

Every thread must be 100% pass 6G GO - NO GO FIXED GAUGES test, 

can be apply to Precision threaded hole. 

Multiple bolt lengths available to meet specific application requirements. 

Available on demand for WLL range (M8-M48, 0.3-20T) choose of standard metric thread, metric fine thread, 

UNC,UNF thread, BSW(British standard Whitworth thread) and so on.

Field of Load: 0-90°

360° rotation

Force Direction (Green Color)

More space on forged ring is fit for 

various size slings and lifting hook. 

Inside positioning circlip for better 

control, holding down the position 

on any angle.



Stamp on MIN WLL, all load for all direction. 

At right lifting position and installation condition 

it has larger WLL than DIN 580. 

According EN 1677 standard

Point body is finished with 

Epoxy coating for improved 

corrosion resistance.

It have self locking plate as special wrench 

easy for install.

360° rotation

Eye type swivel hoist ring have choose 

special alloy steel forging and High Strength 

Quenched and tempered after treatment. 

It has superior mechanical property. 

Number of Leg

Load Direction
WLL

Unsymm Unsymm
After bolt locking, the ring body can 

rotate 360 degrees. In the case of 

multi limb lifting sling, ring body parts 

can be automatically adjusted with the 

direction of tensile stress angle.

Every direction have 4 times safety factor.

Available on demand for WLL range (M8-M48,0.3-20T) 

choose of standard metric thread, metric fine thread, UNC,UNF 

thread, BSW(British standard Whitworth thread) and so on.

Multiple bolt lengths available to meet specific application requirement 

for long or through hole


